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BRIEF INTRODUCTION

ORDER

CONSTRUCTION AND DIMENSIONS

RoHS

Miniature, high density assembly.

Stable electrical capability, high reliability.

Combinations of different ohmic

value are available

RoHS compliant

Circuits

Code

A

B

C

D

E

F

G

H

T

Pins

04~14

Resistance

Value Code

(E 24 )

,

Three digits (E-24

series):

The first two digits

are significant fig-

ures and the third

one denotes nu-

mber of zeros.

A 4 7 2

Resistance
Tolerance Code

Code Tolerance

F

G

J

1%

2%

5%

J (
Jumper) 50m

J08

unit:mm

a

b

c

d

e

f

g

p

2.54 (n-1)+2.50max

T Type

3.00max

0.50 0.1

3.50 0.5

0.25 0.1

2.54 (n-1) 0.3

2.54 0.1

1.778 (n-1)+3.20max

3.00max

0.50 0.1

3.50 0.5

0.30 0.1

1.778 (n-1) 0.3

1.778 0.1

Outer coating

Conductor

Ceramic substrate

/

Resistance/

Protection coating

Lead pin

a

b

c

d
e

f

g

p

A

A

472J

472

1 n

Resistance

Value Code

A B C D G

E F H T

1

When it is the type of A,

B,C, D or G, there is no

mark.

When it is the type of E,

F,H or T, the expression

is same as Resistance

Value Codel .

/

Code of
pin distance

No

mark

2.54mm

1.778mmY

:

Note: The white diamond marking means the first pin.

Code Normal dimension Special dimension

A B C D

E F G H

Type

5.08max

8.50max T Type

A B C D

E F G H

Type

5.08max

8.50max

THICK FILM NETWORK RESISTOR

H

Power Rating

Code Power

No

Mark

1/8W

H 1/4W

Lead-free Level

No

mark

P

Contained

Lead

Termination

Lead-free

THICK FILM NETWORK RESISTOR










	页面 1
	页面 2
	页面 3
	页面 4
	页面 5

