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APK Series 
 
Features 
 
■  Ultra low cost. 
■  Shielded construction. 
■  High current rating up to DC 40Am. 
■  High frequency range up to 500KHz. 
■  Very low DC resistance . 
■  Rohs compliant. 
 
Applications 
 
■  Motherboards for laptop and desktop computers. 
■  DC/DC converter. 
 
External Dimensions  (Unit:m/m) 
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TYPE A B C D E F G Q’Ty/Reel 
APK18A15 18max 15.5max 15max 8.0±0.5 7.0±0.5 5.0±1.0 1.0  

 
 
Part Number Code 
 
 

APK    18    A    15    M    100 
 A     B      C    D     E    F 
 

A:  Series Name             Supper Power Inductor 
B:  Dimensions(mm)          18: 18x15.5 
C:  Materials                 No USE 
D:  Thickness(mm)           15：15 
E:  Tolerance                M：±20%   
F:  Inductance               100=10uH 
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APK Series 
@ 26 ℃ Ambient Temperture 

INDUCTANCE Part Number 

Lo (μH) TOLERANCE

Typical      
Heat Rating   

DC Current (A) 
(Idc)  

DCR     
mΩ @ 25℃ 

MAX 

TEST FREQ. 

APK18A15M100 10.00  20% 11 13 10K/0.1V 

APK18A15M150 15.00  20% 10 17 10K/0.1V 

APK18A15M220 22.00  20% 8 20 10K/0.1V 

APK18A15M330 33.00  20% 6 25 10K/0.1V 

 
 
1. Tested at 10KHz,0.1Vrms,0 Adc.from its value without current. 

2. Average current for 40℃ temperature rise from 25℃. 

3. Electrical specifications at:25℃. 

4. Storage temp range:-40℃----+125℃. 

5. Operating temp range:-25℃----+125℃. 

 
Notes:The part temperature (ambient + temp. rise) 
 

 
 

      Http://www.coilank.com    E-mail:sales@coilank.com 


