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Light Source Test Report

380380380380 500500500500 600600600600 700700700700 800800800800
Wavelength(nm)Wavelength(nm)Wavelength(nm)Wavelength(nm)

0.00.00.00.0

0.20.20.20.2

0.40.40.40.4

0.60.60.60.6

0.80.80.80.8

1.01.01.01.0

1.21.21.21.2

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

    72.2 SDCM

x=0.454 y=0.412 EL(2800K)/NEC

Color Parameters:
Chromaticity Coordinate:x=0.3200(dx=-0.0020)  y=0.3 518(dy=0.0200)Chromaticity Coordinate:x=0.3200(dx=-0.0020)  y=0.3 518(dy=0.0200)Chromaticity Coordinate:x=0.3200(dx=-0.0020)  y=0.3 518(dy=0.0200)Chromaticity Coordinate:x=0.3200(dx=-0.0020)  y=0.3 518(dy=0.0200)

Chromaticity Coordinate:u'=0.1945  v'=0.4811(duv=1. 10e-02)Chromaticity Coordinate:u'=0.1945  v'=0.4811(duv=1. 10e-02)Chromaticity Coordinate:u'=0.1945  v'=0.4811(duv=1. 10e-02)Chromaticity Coordinate:u'=0.1945  v'=0.4811(duv=1. 10e-02)

Tc=6031K  Dominant WL:Ld=511.4nm  Purity=4.2% Centr oid WL:543.0nmTc=6031K  Dominant WL:Ld=511.4nm  Purity=4.2% Centr oid WL:543.0nmTc=6031K  Dominant WL:Ld=511.4nm  Purity=4.2% Centr oid WL:543.0nmTc=6031K  Dominant WL:Ld=511.4nm  Purity=4.2% Centr oid WL:543.0nm

Ratio:R=13.1% G=83.8% B=3.2%  Peak WL:Lp=445.0nm  H WL:23.7nmRatio:R=13.1% G=83.8% B=3.2%  Peak WL:Lp=445.0nm  H WL:23.7nmRatio:R=13.1% G=83.8% B=3.2%  Peak WL:Lp=445.0nm  H WL:23.7nmRatio:R=13.1% G=83.8% B=3.2%  Peak WL:Lp=445.0nm  H WL:23.7nm

Render Index:Ra=70.7Render Index:Ra=70.7Render Index:Ra=70.7Render Index:Ra=70.7

R1 =67R1 =67R1 =67R1 =67 R2 =73R2 =73R2 =73R2 =73 R3 =80R3 =80R3 =80R3 =80 R4 =72R4 =72R4 =72R4 =72 R5 =70R5 =70R5 =70R5 =70 R6 =67R6 =67R6 =67R6 =67 R7 =80R7 =80R7 =80R7 =80

R8 =58R8 =58R8 =58R8 =58 R9 =-38R9 =-38R9 =-38R9 =-38 R10=38R10=38R10=38R10=38 R11=71R11=71R11=71R11=71 R12=47R12=47R12=47R12=47 R13=67R13=67R13=67R13=67 R14=89R14=89R14=89R14=89 R15=60R15=60R15=60R15=60

Photo Parameters:
Flux: 322.87 lm   Fe: 0.97872 W   Efficacy:102.3 lm /WFlux: 322.87 lm   Fe: 0.97872 W   Efficacy:102.3 lm /WFlux: 322.87 lm   Fe: 0.97872 W   Efficacy:102.3 lm /WFlux: 322.87 lm   Fe: 0.97872 W   Efficacy:102.3 lm /W

Electrical Parameters:
Luminaire: U=221.1V  I=0.03964A  P=3.155W PF=0.3600   Luminaire: U=221.1V  I=0.03964A  P=3.155W PF=0.3600   Luminaire: U=221.1V  I=0.03964A  P=3.155W PF=0.3600   Luminaire: U=221.1V  I=0.03964A  P=3.155W PF=0.3600   

Instrument Status:Instrument Status:Instrument Status:Instrument Status:
Scan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nm Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0] Ip=2703(G=4,D=53)Ip=2703(G=4,D=53)Ip=2703(G=4,D=53)Ip=2703(G=4,D=53)
REF=16206(R=4)REF=16206(R=4)REF=16206(R=4)REF=16206(R=4) %=-0.476%%=-0.476%%=-0.476%%=-0.476% PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]

Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy) Manufacturer:Manufacturer:Manufacturer:Manufacturer:
Number:1Number:1Number:1Number:1 Test Department:Test Department:Test Department:Test Department:
Temperature:25.3 degTemperature:25.3 degTemperature:25.3 degTemperature:25.3 deg Humidity:60.0%Humidity:60.0%Humidity:60.0%Humidity:60.0%
Test Operator:DAMINTest Operator:DAMINTest Operator:DAMINTest Operator:DAMIN Test Date:2011-09-13 16:11:32Test Date:2011-09-13 16:11:32Test Date:2011-09-13 16:11:32Test Date:2011-09-13 16:11:32
Software:V2.00.121Software:V2.00.121Software:V2.00.121Software:V2.00.121 Instrument:PMS-50SSA_V1 (SN:10070 68)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)
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Light Source Test Report

380380380380 500500500500 600600600600 700700700700 800800800800
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0.00.00.00.0

0.20.20.20.2

0.40.40.40.4

0.60.60.60.6

0.80.80.80.8

1.01.01.01.0

1.21.21.21.2

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

     2.9 SDCM

x=0.454 y=0.412 EL(2800K)/NEC

Color Parameters:
Chromaticity Coordinate:x=0.4550(dx=-0.0020)  y=0.4 179(dy=0.0200)Chromaticity Coordinate:x=0.4550(dx=-0.0020)  y=0.4 179(dy=0.0200)Chromaticity Coordinate:x=0.4550(dx=-0.0020)  y=0.4 179(dy=0.0200)Chromaticity Coordinate:x=0.4550(dx=-0.0020)  y=0.4 179(dy=0.0200)

Chromaticity Coordinate:u'=0.2562  v'=0.5294(duv=3. 14e-03)Chromaticity Coordinate:u'=0.2562  v'=0.5294(duv=3. 14e-03)Chromaticity Coordinate:u'=0.2562  v'=0.5294(duv=3. 14e-03)Chromaticity Coordinate:u'=0.2562  v'=0.5294(duv=3. 14e-03)

Tc=2826K  Dominant WL:Ld=582.6nm  Purity=62.0% Cent roid WL:592.0nmTc=2826K  Dominant WL:Ld=582.6nm  Purity=62.0% Cent roid WL:592.0nmTc=2826K  Dominant WL:Ld=582.6nm  Purity=62.0% Cent roid WL:592.0nmTc=2826K  Dominant WL:Ld=582.6nm  Purity=62.0% Cent roid WL:592.0nm

Ratio:R=24.1% G=75.0% B=0.9%  Peak WL:Lp=600.0nm  H WL:124.9nmRatio:R=24.1% G=75.0% B=0.9%  Peak WL:Lp=600.0nm  H WL:124.9nmRatio:R=24.1% G=75.0% B=0.9%  Peak WL:Lp=600.0nm  H WL:124.9nmRatio:R=24.1% G=75.0% B=0.9%  Peak WL:Lp=600.0nm  H WL:124.9nm

Render Index:Ra=70.9Render Index:Ra=70.9Render Index:Ra=70.9Render Index:Ra=70.9

R1 =68R1 =68R1 =68R1 =68 R2 =79R2 =79R2 =79R2 =79 R3 =88R3 =88R3 =88R3 =88 R4 =69R4 =69R4 =69R4 =69 R5 =66R5 =66R5 =66R5 =66 R6 =69R6 =69R6 =69R6 =69 R7 =80R7 =80R7 =80R7 =80

R8 =48R8 =48R8 =48R8 =48 R9 =-24R9 =-24R9 =-24R9 =-24 R10=50R10=50R10=50R10=50 R11=63R11=63R11=63R11=63 R12=41R12=41R12=41R12=41 R13=69R13=69R13=69R13=69 R14=93R14=93R14=93R14=93 R15=61R15=61R15=61R15=61

Photo Parameters:
Flux: 284.62 lm   Fe: 0.83037 W   Efficacy:91.12 lm /WFlux: 284.62 lm   Fe: 0.83037 W   Efficacy:91.12 lm /WFlux: 284.62 lm   Fe: 0.83037 W   Efficacy:91.12 lm /WFlux: 284.62 lm   Fe: 0.83037 W   Efficacy:91.12 lm /W

Electrical Parameters:
Luminaire: U=221.1V  I=0.03926A  P=3.124W PF=0.3598   Luminaire: U=221.1V  I=0.03926A  P=3.124W PF=0.3598   Luminaire: U=221.1V  I=0.03926A  P=3.124W PF=0.3598   Luminaire: U=221.1V  I=0.03926A  P=3.124W PF=0.3598   

Instrument Status:Instrument Status:Instrument Status:Instrument Status:
Scan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nm Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0] Ip=1025(G=4,D=53)Ip=1025(G=4,D=53)Ip=1025(G=4,D=53)Ip=1025(G=4,D=53)
REF=14527(R=4)REF=14527(R=4)REF=14527(R=4)REF=14527(R=4) %=-0.462%%=-0.462%%=-0.462%%=-0.462% PMT: 35.2 centigrade [33.8]PMT: 35.2 centigrade [33.8]PMT: 35.2 centigrade [33.8]PMT: 35.2 centigrade [33.8]

Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy)Product Type:Candle Light(Foggy) Manufacturer:Manufacturer:Manufacturer:Manufacturer:
Number:2Number:2Number:2Number:2 Test Department:Test Department:Test Department:Test Department:
Temperature:25.3 degTemperature:25.3 degTemperature:25.3 degTemperature:25.3 deg Humidity:60.0%Humidity:60.0%Humidity:60.0%Humidity:60.0%
Test Operator:DAMINTest Operator:DAMINTest Operator:DAMINTest Operator:DAMIN Test Date:2011-09-13 16:13:09Test Date:2011-09-13 16:13:09Test Date:2011-09-13 16:13:09Test Date:2011-09-13 16:13:09
Software:V2.00.121Software:V2.00.121Software:V2.00.121Software:V2.00.121 Instrument:PMS-50SSA_V1 (SN:10070 68)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)
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Light Source Test Report

380380380380 500500500500 600600600600 700700700700 800800800800
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0.00.00.00.0

0.20.20.20.2

0.40.40.40.4

0.60.60.60.6

0.80.80.80.8

1.01.01.01.0

1.21.21.21.2

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

S
p

e
ct

ru
m

    72.4 SDCM

x=0.454 y=0.412 EL(2800K)/NEC

Color Parameters:
Chromaticity Coordinate:x=0.3166(dx=-0.0020)  y=0.3 265(dy=0.0200)Chromaticity Coordinate:x=0.3166(dx=-0.0020)  y=0.3 265(dy=0.0200)Chromaticity Coordinate:x=0.3166(dx=-0.0020)  y=0.3 265(dy=0.0200)Chromaticity Coordinate:x=0.3166(dx=-0.0020)  y=0.3 265(dy=0.0200)

Chromaticity Coordinate:u'=0.2015  v'=0.4675(duv=-3 .67e-05)Chromaticity Coordinate:u'=0.2015  v'=0.4675(duv=-3 .67e-05)Chromaticity Coordinate:u'=0.2015  v'=0.4675(duv=-3 .67e-05)Chromaticity Coordinate:u'=0.2015  v'=0.4675(duv=-3 .67e-05)

Tc=6314K  Dominant WL:Ld=486.3nm  Purity=6.2% Centr oid WL:538.0nmTc=6314K  Dominant WL:Ld=486.3nm  Purity=6.2% Centr oid WL:538.0nmTc=6314K  Dominant WL:Ld=486.3nm  Purity=6.2% Centr oid WL:538.0nmTc=6314K  Dominant WL:Ld=486.3nm  Purity=6.2% Centr oid WL:538.0nm

Ratio:R=14.0% G=83.1% B=2.9%  Peak WL:Lp=440.0nm  H WL:24.1nmRatio:R=14.0% G=83.1% B=2.9%  Peak WL:Lp=440.0nm  H WL:24.1nmRatio:R=14.0% G=83.1% B=2.9%  Peak WL:Lp=440.0nm  H WL:24.1nmRatio:R=14.0% G=83.1% B=2.9%  Peak WL:Lp=440.0nm  H WL:24.1nm

Render Index:Ra=70.8Render Index:Ra=70.8Render Index:Ra=70.8Render Index:Ra=70.8

R1 =73R1 =73R1 =73R1 =73 R2 =72R2 =72R2 =72R2 =72 R3 =71R3 =71R3 =71R3 =71 R4 =72R4 =72R4 =72R4 =72 R5 =75R5 =75R5 =75R5 =75 R6 =66R6 =66R6 =66R6 =66 R7 =74R7 =74R7 =74R7 =74

R8 =63R8 =63R8 =63R8 =63 R9 =-16R9 =-16R9 =-16R9 =-16 R10=34R10=34R10=34R10=34 R11=77R11=77R11=77R11=77 R12=51R12=51R12=51R12=51 R13=70R13=70R13=70R13=70 R14=84R14=84R14=84R14=84 R15=66R15=66R15=66R15=66

Photo Parameters:
Flux: 286.02 lm   Fe: 0.94074 W   Efficacy:92.79 lm /WFlux: 286.02 lm   Fe: 0.94074 W   Efficacy:92.79 lm /WFlux: 286.02 lm   Fe: 0.94074 W   Efficacy:92.79 lm /WFlux: 286.02 lm   Fe: 0.94074 W   Efficacy:92.79 lm /W

Electrical Parameters:
Luminaire: U=221.1V  I=0.03805A  P=3.083W PF=0.3664   Luminaire: U=221.1V  I=0.03805A  P=3.083W PF=0.3664   Luminaire: U=221.1V  I=0.03805A  P=3.083W PF=0.3664   Luminaire: U=221.1V  I=0.03805A  P=3.083W PF=0.3664   

Instrument Status:Instrument Status:Instrument Status:Instrument Status:
Scan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nm Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0] Ip=2982(G=4,D=53)Ip=2982(G=4,D=53)Ip=2982(G=4,D=53)Ip=2982(G=4,D=53)
REF=14387(R=4)REF=14387(R=4)REF=14387(R=4)REF=14387(R=4) %=-0.265%%=-0.265%%=-0.265%%=-0.265% PMT: 35.1 centigrade [33.8]PMT: 35.1 centigrade [33.8]PMT: 35.1 centigrade [33.8]PMT: 35.1 centigrade [33.8]

Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Manufacturer:Manufacturer:Manufacturer:Manufacturer:
Number:1Number:1Number:1Number:1 Test Department:Test Department:Test Department:Test Department:
Temperature:25.3 degTemperature:25.3 degTemperature:25.3 degTemperature:25.3 deg Humidity:60.0%Humidity:60.0%Humidity:60.0%Humidity:60.0%
Test Operator:DAMINTest Operator:DAMINTest Operator:DAMINTest Operator:DAMIN Test Date:2011-09-13 16:15:30Test Date:2011-09-13 16:15:30Test Date:2011-09-13 16:15:30Test Date:2011-09-13 16:15:30
Software:V2.00.121Software:V2.00.121Software:V2.00.121Software:V2.00.121 Instrument:PMS-50SSA_V1 (SN:10070 68)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)
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Light Source Test Report

380380380380 500500500500 600600600600 700700700700 800800800800
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    13.2 SDCM

x=0.454 y=0.412 EL(2800K)/NEC

Color Parameters:
Chromaticity Coordinate:x=0.4289(dx=-0.0020)  y=0.3 956(dy=0.0200)Chromaticity Coordinate:x=0.4289(dx=-0.0020)  y=0.3 956(dy=0.0200)Chromaticity Coordinate:x=0.4289(dx=-0.0020)  y=0.3 956(dy=0.0200)Chromaticity Coordinate:x=0.4289(dx=-0.0020)  y=0.3 956(dy=0.0200)

Chromaticity Coordinate:u'=0.2491  v'=0.5168(duv=-2 .30e-03)Chromaticity Coordinate:u'=0.2491  v'=0.5168(duv=-2 .30e-03)Chromaticity Coordinate:u'=0.2491  v'=0.5168(duv=-2 .30e-03)Chromaticity Coordinate:u'=0.2491  v'=0.5168(duv=-2 .30e-03)

Tc=3069K  Dominant WL:Ld=583.4nm  Purity=47.5% Cent roid WL:586.0nmTc=3069K  Dominant WL:Ld=583.4nm  Purity=47.5% Cent roid WL:586.0nmTc=3069K  Dominant WL:Ld=583.4nm  Purity=47.5% Cent roid WL:586.0nmTc=3069K  Dominant WL:Ld=583.4nm  Purity=47.5% Cent roid WL:586.0nm

Ratio:R=23.0% G=75.8% B=1.2%  Peak WL:Lp=595.0nm  H WL:128.6nmRatio:R=23.0% G=75.8% B=1.2%  Peak WL:Lp=595.0nm  H WL:128.6nmRatio:R=23.0% G=75.8% B=1.2%  Peak WL:Lp=595.0nm  H WL:128.6nmRatio:R=23.0% G=75.8% B=1.2%  Peak WL:Lp=595.0nm  H WL:128.6nm

Render Index:Ra=72.4Render Index:Ra=72.4Render Index:Ra=72.4Render Index:Ra=72.4

R1 =71R1 =71R1 =71R1 =71 R2 =80R2 =80R2 =80R2 =80 R3 =87R3 =87R3 =87R3 =87 R4 =71R4 =71R4 =71R4 =71 R5 =69R5 =69R5 =69R5 =69 R6 =71R6 =71R6 =71R6 =71 R7 =79R7 =79R7 =79R7 =79

R8 =52R8 =52R8 =52R8 =52 R9 =-17R9 =-17R9 =-17R9 =-17 R10=52R10=52R10=52R10=52 R11=67R11=67R11=67R11=67 R12=47R12=47R12=47R12=47 R13=72R13=72R13=72R13=72 R14=92R14=92R14=92R14=92 R15=65R15=65R15=65R15=65

Photo Parameters:
Flux: 310.96 lm   Fe: 0.93177 W   Efficacy:81.12 lm /WFlux: 310.96 lm   Fe: 0.93177 W   Efficacy:81.12 lm /WFlux: 310.96 lm   Fe: 0.93177 W   Efficacy:81.12 lm /WFlux: 310.96 lm   Fe: 0.93177 W   Efficacy:81.12 lm /W

Electrical Parameters:
Luminaire: U=221.1V  I=0.04175A  P=3.833W PF=0.4153   Luminaire: U=221.1V  I=0.04175A  P=3.833W PF=0.4153   Luminaire: U=221.1V  I=0.04175A  P=3.833W PF=0.4153   Luminaire: U=221.1V  I=0.04175A  P=3.833W PF=0.4153   

Instrument Status:Instrument Status:Instrument Status:Instrument Status:
Scan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nmScan Range:380.0nm-800.0nm Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0]Interval:5.0nm[0] Ip=1309(G=4,D=53)Ip=1309(G=4,D=53)Ip=1309(G=4,D=53)Ip=1309(G=4,D=53)
REF=15832(R=4)REF=15832(R=4)REF=15832(R=4)REF=15832(R=4) %=-0.645%%=-0.645%%=-0.645%%=-0.645% PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]PMT: 35.2 centigrade [33.9]

Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Product Type:Candle Light(Transparent)Manufacturer:Manufacturer:Manufacturer:Manufacturer:
Number:2Number:2Number:2Number:2 Test Department:Test Department:Test Department:Test Department:
Temperature:25.3 degTemperature:25.3 degTemperature:25.3 degTemperature:25.3 deg Humidity:60.0%Humidity:60.0%Humidity:60.0%Humidity:60.0%
Test Operator:DAMINTest Operator:DAMINTest Operator:DAMINTest Operator:DAMIN Test Date:2011-09-13 16:17:11Test Date:2011-09-13 16:17:11Test Date:2011-09-13 16:17:11Test Date:2011-09-13 16:17:11
Software:V2.00.121Software:V2.00.121Software:V2.00.121Software:V2.00.121 Instrument:PMS-50SSA_V1 (SN:10070 68)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)Instrument:PMS-50SSA_V1 (SN:1007068)


